FM 9-207/TO 36-1-40

Appendix B
Special Materials for Use in Cold Weather
(O°F To -65°F)

This appendix contains a listing of weather. Check appropriate publications

special materials available for use in cold

NSN
5950-01-134-3770
5950-01-134-3771
5935-00-322-8959
(See CTA 50-970)
6135-00-930-0030
6135-00-926-3503
6135-01-034-2239

7240-00-132-6431

before ordering any item.
ITEM

Adaptor, Battery Terminal, Finned (Positive)
Adaptor, Battery Terminal, Finned (Negative)
Adaptor Connector (NATO Slave Cables)
Anticontact gloves

Battery, Dry, BA-3030/U

Battery, Dry, BA-398/U

Battery, Primary, Lithium, BA-5598/U

Bushing (Gasket), Synthetic Rubber, for 5-gal Can

Cable, Battery Booster, Consisting of:

e 6145-00-705-6674 No. 1 AWG Wire (Length Needed Per Foot)

* 5940-00-047-4610 Clamp, BlackK

e 5940-00-047-4613 Clamp, Red

2590-00-148-7961

7240-01-318-5222

7240-00-132-6433

7240-00-125-9061

2530-01-369-9994

Cable Kit, Special Purpose (NATO Slave Cables)

Can, Cradle (5-gal Fuel Can)

Cap and Screen Assembly, Flexible Spout, for 5-gal Fuel Can
Case, Military Water Can, 5-gal

Cleat, Ice for T158 Track (M1 Series Tank)

¢ 5310-01-102-2711 Nut, Self-Locking for Ice Cleat

2530-00-859-7335

4940-00-475-1574

Evaporator, Alcohol (Vehicular Air Compressor)

Heating Torch, Gas (Blowtorch)
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NSN

4720-00-542-3304
4720-00-913-5222
5965-00-876-2375
8465-00-753-6335
6530-00-786-4635
8340-00-823-7451
6850-00-177-5094
6850-00-880-7616
6850-00-295-7685
5970-00-240-0620
6630-00-105-1418
6850-00-001-4194
5330-01-271-7621
3030-00-224-8357
3030-00-224-8358
3030-00-233-9126
5935-00-224-8368

5820-01-263-1760

ITEM

Hose, Natural Rubber, Yukon Stove (Fuel)
Additional Stock Number for Same Type of Hose
Loudspeaker, LS-454/U (PRC-77)

Maintenance Kit, Rubber Patch, VB Boot

Pad, Heating, Chemical

Pin, Tent, Stell, 12-inch

Silicone Compound, 2-0z Tube

Silicone Compound, 8-0z

Silicone Compound, 10-gal

Tape, Insulation, Electrical, Low Temp, TL-600
Tester, Antifreeze/Battery

Water-Indicating Paste

Gasket, Synthetic Rubber, For 5-gal Can, -60°F
Belting Variable Link Adjustable, 3/8-inch

Belting Variable Link Adjustable, 1/2-inch

Belting Variable Link Adjustable, 3/4-inch
Connector Tool for Adjustable Belt

Grounding Kit, Surface Wire, MK-2551A/U
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